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Brief of

Adopted

Make/Model:
Engine Make/Model:

Aircraft Damage:
Number of Engines:

Operating Certificate(s):

Fatal Serious Minor/None
Crew
Pass

Last Depart. Point:
Destination: 

Airport Proximity:

Condition of Light:
Weather Info Src:

Basic Weather:
Lowest Ceiling:

Visibility:
Wind Dir/Speed:

Temperature (°C):
Precip/Obscuration:

Pilot-in-Command Age:

Certificate(s)/Rating(s)

Flight Time (Hours)

Total All Aircraft:
Last 90 Days:

Total Make/Model:
Total Instrument Time:

Printed on : 04/02/2016 03:34:17 PM

Accident

ATL83FA378
File No. 1820 09/25/1983 BENSON ,NC Aircraft Reg No. N8360B Time (Local): 08:58 EDT

Cessna/172
Continental / O-300-A
Destroyed
1
None
Personal
Part 91: General Aviation

SMITHFIELD, NC
Local Flight
Off Airport/Airstrip

1 0 0
2 0 0

Day
Weather Observation Facility
Visual Conditions
None
10.00 SM
030 / 006 kts
10

*** Note: NTSB investigators either traveled in support of this investigation or conducted a significant amount of investigative work
without any travel, and used data obtained from various sources to prepare this aircraft accident report. ***

APRX 3 MI SOUTH OF THE CRASH SITE, A WITNESS SAW THE ACFT FLYING NORTHBOUND ALONG A RAILROAD TRACK. HE REPORTED THAT THE ACFT WAS FLYING
BELOW TREE TOP LEVEL & THE ENG WAS RUNNING SMOOTHLY. A SHORT TIME LATER, ANOTHER WITNESS APRX 1 1/2 MI FURTHER NORTH, ALSO SAW THE ACFT
HEADING NORTH & REPORTED ITS ALT WAS SLIGHTLY ABOVE THE LEVEL OF THE TREES. THE ACCIDENT OCCURRED WHEN THE ACFT STRUCK A POWER LINE THAT
CROSSED THE RAILROAD TRACK AT ABOUT 50 FT AGL. AFTER IMPACT, THE ACFT CAME TO REST NEXT TO THE TRACKS IN AN INVERTED ATTITUDE. NO
DISCREPANCIES WERE FOUND THAT WOULD HAVE RESULT IN A PREIMPACT LOSS OF POWER.
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Type of Flight Operation:
Reg. Flight Conducted Under:

giuv
Instrument Ratings



Brief of

 

ATL83FA378
File No. 1820 09/25/1983 BENSON ,NC Aircraft Reg No. N8360B Time (Local): 08:58 EDT

Occurrence #1:         IN FLIGHT COLLISION WITH OBJECT
Phase of Operation:  MANEUVERING

Findings
    1.    (C) PROPER ALTITUDE - NOT MAINTAINED - PILOT IN COMMAND
    2.    (F) OBJECT - WIRE,TRANSMISSION
    3.    (C) VISUAL LOOKOUT - INADEQUATE - PILOT IN COMMAND

Findings Legend: (C) = Cause, (F) = Factor

Accident (Continued)


