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Aircraft Damage:
Number of Engines:

Operating Certificate(s):

Fatal Serious Minor/None
Crew
Pass

Last Depart. Point:
Destination: 

Airport Proximity:

Condition of Light:
Weather Info Src:

Basic Weather:
Lowest Ceiling:

Visibility:
Wind Dir/Speed:

Temperature (°C):
Precip/Obscuration:

Pilot-in-Command Age:

Certificate(s)/Rating(s)

Flight Time (Hours)

Total All Aircraft:
Last 90 Days:

Total Make/Model:
Total Instrument Time:

Printed on : 04/02/2016 03:17:17 PM

Accident

12/30/2003

MIA02FA044
File No. 14636 12/12/2001 Raleigh ,NC Aircraft Reg No. N41003 Time (Local): 19:04 EST

Piper/PA-46-350P
Lycoming / TSIO-540-AE2A
Destroyed
1
None
Business
Part 91: General Aviation

DOTHAN, AL
Same as Accident/Incident Location
Off Airport/Airstrip

1 0 0
2 0 0

Night
Weather Observation Facility
Instrument Conditions
100 Ft. AGL, Overcast
0.50 SM
050 / 005 kts
11

*** Note: NTSB investigators either traveled in support of this investigation or conducted a significant amount of investigative work
without any travel, and used data obtained from various sources to prepare this aircraft accident report. ***

The flight was cleared for the ILS approach to runway 5R.  The flight was at mid runway, at 2,100 feet, heading 049 degrees, at a speed of
163 knots, when the pilot stated "...missed approach."  He was instructed to maintain 2,000, and to fly runway heading.    Radar showed
N41003 started a right turn, was flying away from the airport/VOR, descending.  At a point 0.57 miles from the airport/VOR, the flight had
descended to 1,500 feet, was turning right, and increasing speed.  The flight had descended 400 feet, and had traveled about 0.32 miles in
10 seconds.  When radio and radar contact were lost, the flight was 2.35 miles from the airport/VOR,  level at 1,600 feet, on a heading of
123 degrees, and at a speed of 169 knots.  The published decision height (DH) was 620 feet mean sea level (msl).  The published minimum
visibility was 1/2 mile.  The published Missed Approach in use at the time of the accident was;  "Climb to 1,000 [feet], then climbing
right turn to 2,500 [feet] via heading 130 degrees, and RDU R-087 [087 degree radial] to ZEBUL Int [intersection] and hold."  A witness
stated that the aircraft was flying low, power seemed to be in a cruise configuration, and maintaining the same sound up until the crash.
The reported weather at the time was: Winds 050 at 5 knots, visibility 1/2 statute mile, obscuration fog and drizzle, ceiling overcast 100,
temperature and dew point 11 C, altimeter 30.30 in HG.  At the time of the accident the pilot had 10 total flight hours in this make and
model airplane; 33 total night flight hours; and 59 total instrument flight hours.
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Brief of

 

MIA02FA044
File No. 14636 12/12/2001 Raleigh ,NC Aircraft Reg No. N41003 Time (Local): 19:04 EST

Occurrence #1:         LOSS OF CONTROL - IN FLIGHT
Phase of Operation:  MISSED APPROACH (IFR)

Findings
    1.    (F) LIGHT CONDITION - DARK NIGHT
    2.    (F) WEATHER CONDITION - FOG
    3.    (F) WEATHER CONDITION - DRIZZLE/MIST
    4.    (C) AIRCRAFT CONTROL - NOT MAINTAINED - PILOT IN COMMAND
    5.    (C) SPATIAL DISORIENTATION - PILOT IN COMMAND
----------

Occurrence #2:         IN FLIGHT COLLISION WITH OBJECT
Phase of Operation:  DESCENT - UNCONTROLLED

Findings
    6.    OBJECT - TREE(S)
    7.    OBJECT - RESIDENCE

Findings Legend: (C) = Cause, (F) = Factor

Accident (Continued)

__________________________________________________________________________________________________________________________________________

The National Transportation Safety Board determines the probable cause(s) of this accident as follows:
the pilot's failure to maintain control of the airplane, due to spatial disorientation, while performing a missed approach, resulting in an
uncontrolled descent, and subsequent impact with a tree and a house.  Factors in this accident were dark night, fog, drizzle, the pilot's
lack of total instrument time, and his lack of total experience in this type of aircraft.


