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Aircraft Damage:
Number of Engines:

Operating Certificate(s):

Fatal Serious Minor/None
Crew
Pass

Last Depart. Point:
Destination: 

Airport Proximity:

Condition of Light:
Weather Info Src:

Basic Weather:
Lowest Ceiling:

Visibility:
Wind Dir/Speed:

Temperature (°C):
Precip/Obscuration:

Pilot-in-Command Age:

Certificate(s)/Rating(s)

Flight Time (Hours)

Total All Aircraft:
Last 90 Days:

Total Make/Model:
Total Instrument Time:
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Accident

04/07/2011

ERA10FA356
File No. 27912 07/12/2010 Chapel Hill ,NC Aircraft Reg No. N527MJ Time (Local): 15:13 EDT

Cirrus/SR20
Continental / IO-360ES
Substantial
1
None
Personal
Part 91: General Aviation

Georgetown, DE
Same as Accident/Incident Location
On Airport/Airstrip

1 0 0
0 1 1

Day
Weather Observation Facility
Visual Conditions
None
10.00 SM
170 / 004 kts
28

                                   No Obscuration; No Precipitation

*** Note: NTSB investigators either traveled in support of this investigation or conducted a significant amount of investigative work
without any travel, and used data obtained from various sources to prepare this aircraft accident report. ***

Witnesses observed the airplane overfly the runway and enter a left traffic pattern. The airplane appeared to be faster than they were
accustomed to seeing small airplanes operating. The airplane touched down hard on the runway surface and bounced several times before
departing off the left side into the grass. The engine was described by the witnesses as operating at full power and the airplane appeared
to by flying about 60 to 70 mph. The nose of the airplane was observed in a 45-degree nose up attitude and then leveled out back onto the
ground. The airplane traveled 840 feet until the left wing collided with a tree and the airplane spun to the left and collided with the
airport perimeter fence. The left and right flaps were in the retracted position. The Pilot's Operating Handbook for the airplane stated
that the flaps are required to be extended 50 percent for a balked landing/go-around. No anomalies were noted during the examination of the
airframe, flight controls, engine assembly, and accessories.
Updated  at Apr  7 2011 12:01PM

Airport Name:
Runway Identification:

Runway Length/Width (Ft):
Runway Surface:

Runway Surface Condition:

Horace Williams Airport
09
4005 / 75

Dry

65

Private; Single-engine Land

None

462
20
197
UnK/Nr

Type of Flight Operation:
Reg. Flight Conducted Under:

giuv
Instrument Ratings



Brief of

 

ERA10FA356
File No. 27912 07/12/2010 Chapel Hill ,NC Aircraft Reg No. N527MJ Time (Local): 15:13 EDT

OCCURRENCES

Landing-flare/touchdown - Hard landing
Takeoff - Loss of control on ground
Takeoff - Runway excursion
Takeoff - Dragged wing/rotor/float/other
Takeoff - Collision with terr/obj (non-CFIT)

FINDINGS

Personnel issues-Task performance-Use of equip/info-Use of checklist-Pilot - C
Personnel issues-Action/decision-Action-Incorrect action sequence-Pilot - C
Personnel issues-Task performance-Use of equip/info-Aircraft control-Pilot
Aircraft-Aircraft oper/perf/capability-Performance/control parameters-Landing flare-Incorrect use/operation
Aircraft-Aircraft oper/perf/capability-Performance/control parameters-Configuration-Not attained/maintained - C

Findings Legend: (C) = Cause, (F) = Factor

Accident (Continued)

__________________________________________________________________________________________________________________________________________

The National Transportation Safety Board determines the probable cause(s) of this accident as follows:
The pilot's improper recovery from a bounced landing and subsequent improper go-around procedure, which resulted in a loss of directional
control, runway excursion, and collision with a tree.


